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EARMUFFS – ELEVATE GH-IV

• Protection level SNR 32 dB
• Length adjustment, easily adjustable for a perfect fit
• Extra soft memory foam to guarante a premium comfort for a 
  long use time
• Soft surfaces and padded headband for optimal comfort
• The Elevate GH protective earmuffs offer an impressive 
  combination of high levels of protection combined with a 
  sustainable vision.​
• 66% of the weight is maded up of recycled materials

USER INFORMATION
• Put on earmuffs before you are exposed to noise and wear it 
  during all exposure to noise. Please note that a no-compliance 
  with these recommendations will seriously hamper the protection 
  provided by the earmuffs
• When not in use, it is advisable to store the earmuffs in a clean 
  and dry place so as to protect them from dirt, grease, etc
• After use, clean the earmuffs with warm soapy water, do not use 
  organic solvents or alcohol
• The earmuffs should be inspected regularly to verify their 
  working condition

TECHNICAL DATA

MATERIAL Recycled ABS
COLOR  Black / Silver gray
SNR 32 dB
WEIGHT 278,93 g
SIZE Adjustable size
PACKAGING 1 earmuff per individual bag; 20 earmuffs per carton
COO China

STANDARDS AND APPROVALS

The ear muffs have been tested according to EN 352-1: 2002 and 
comply with EU regulation 2016/425.

ATTENUATION DATA
FREQUENCY HZ 125 250 500 1000 2000 4000 8000
Mean attenuation dB 20,5 21,7 30,0 38,0 37,0 42,2 43,2
Standard deviation dB 4,0 2,2 3,1 4,1 3,6 3,7 3,1
APV dB 16,5 19,5 26,9 33,8 33,4 38,5 40,1

263-NP331

SNR 32
H 36
M 29
L 22
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