
TECHNICAL DESCRIPTION
 

COLOR RANGE FABRIC

WASHING CONDITIONS CERTIFICATIONS

www.dmd-france.com

PHOTOS PROPRIETE DMD-FRANCE PROTEGE PAR LES ARTICLES L.122-4 et L.335-2 ET SUIVANTS DU CODE DE LA PROPRIETE INTELLECTUELLE. TOUTE CONTREFACON FERA L’OBJET D’UNE POURSUITE

TECHNICAL DATA 
SHEET 

PRODUCT CODE:  601*ATX SIZES:    0     6

3-button fly • Elasticated side waistband with button fastener, 5 loops • 2 front pockets in side 
seams with closed flaps • 2 thigh pockets with closed flaps • Inside knee pockets (openings at 
bottom for inserting knee pads) • 5 cm grey fire-retardant retroreflective stripes applied twice 
around the calves • Concealed plastic press-stud fasteners for pocket flaps • 80 cm inseam.

FLUO ORANGE HIGH-VISIBILITY 
ATEX MULTI-HAZARD TROUSERS

fluo : 52% polyester 26% modacrylic 
21% cotton 1 % antistatic- 390 gr/m²

contrast : 54% modacrylic 45% cotton 1 
% antistatic- 320 gr/m²

60°C CL P
EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

A1 B1 C1 E2 F1
EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

A1 CLASS 1
EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

CLASS 1

EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

A1 TYPE 6
EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

CLASS 2
NON-SEPARABLE
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NAVY BLUE / 
ORANGE FLUO 100

STEEL GREY / 
ORANGE FLUO 104

Fluorescent Orange / 
Steel Grey 104Fluorescent Orange / Navy 100

elasticated waistband knee pockets



TECHNICAL DESCRIPTION
 

COLOR RANGE FABRIC

WASHING CONDITIONS CERTIFICATIONS
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PHOTOS PROPRIETE DMD-FRANCE PROTEGE PAR LES ARTICLES L.122-4 et L.335-2 ET SUIVANTS DU CODE DE LA PROPRIETE INTELLECTUELLE. TOUTE CONTREFACON FERA L’OBJET D’UNE POURSUITE

FLUO YELLOW HIGH-VISIBILITY 
ATEX MULTI-HAZARD TROUSERS

TECHNICAL DATA 
SHEET

PRODUCT CODE  :  601*ATX SIZES : 0     6

3-button fly • Elasticated side waistband with button fastener, 5 loops • 2 front pockets in side 
seams with closed flaps • 2 thigh pockets with closed flaps • Inside knee pockets (openings at 
bottom for inserting knee pads) • 5 cm grey fire-retardant retroreflective stripes applied twice 
around the calves • Concealed plastic press-stud fasteners for pocket flaps • 80 cm inseam.

Navy Blue / Yellow 
Fluo 96

Steel Grey / Yellow 
Fluo 97

elasticated 
waistband

knee-pad pockets 

60°C CL P

74% Cotton 25% Polyester 1% Carbon - 
330 gr/m²

NAVY BLUE / 
YELLOW FLUO 96

STEEL GREY / 
YELLOW FLUO 97

EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

A1 B1 C1 E1 F1
EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

A1 CLASS 1
EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

CLASS 1

EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

A1 TYPE 6
EN ISO 20471 EN ISO 11612

EN 533

EN 13034 EN 1149-5 EN ISO 11611

IEC 61482

EN 343 EN 14058

EN ISO 20471 
Classe 2  Dissociable

EN ISO 20471 
Classe 2  Indissociable

EN ISO 20471 
Classe 3  Indissociable

EN ISO 20471 
Classe 3 

EN ISO 20471 
Classe 2

EN ISO 20471 
Classe 1

IEC 61482-2EN 14404

EN  17353
Type A

EN  17353
Type B3

EN ISO 14116

EN  17353
Type AB

EN 13758-2
UPF 50+

CLASS 2 NON-SEPARABLE

2


